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Combustible materials are considered to be wood, compressed paper, plant fibers, plastic, Plexiglas or 
other materials capable of being ignited and burned. Such materials shall be considered combustible even 
though flame proofed, fire-retardant treated or plastered. Additional clearance may be required for glass, 
painted surfaces and other materials which may be damaged by radiant or convection heat.  
 
The hose assembly should be properly located out of pathways where people may trip over it. The hose 
must be protected from contact with hot or sharp surfaces both during use and while in storage. The hose 
assembly should be visually inspected prior to each use of the heater. If excessive abrasion or wear is 
evident, or the hose is cut, it must be replaced prior to operating the heater. The replacement hose 
assembly may be obtained from the manufacturer.  
 
DO NOT use any pressure regulator or hose assembly other than those supplied with the appliance or 
provided by your gas supplier. Replacement pressure regulator and hose assembly must be those 
specified. Replacement parts may be obtained from the manufacturer or your local sales representative.  
The valve outlet must be maintained in good condition. When the bottle is not in use, be sure to cover it 
with a dust cap. A leak test should be performed with soapy water whenever connecting a new bottle. 
NEVER use a match to test for leaks.  
The propane bottle must be turned off whenever the heater is not in use. When the heater is to be stored 
indoors, the propane bottle and the heater must be disconnected and the bottle stored in accordance with 
the Standard for Storage and Handling of Liquefied Gases. (i.e.: Not indoors, but in a dry and well 
ventilated area.)  
The patio heater has been designed with several safety features which include a tip over switch.  
 
Any modification to the heater not described in the installation instructions may compromise the safety of 
this appliance. Special concern is as follows:  
(1) DO NOT shorten post length;  
(2) DO NOT bypass thermocouple safety;  
(3) DO NOT operate heater without a reflector;  
 
Clothing or other flammable materials should not be hung from the heater, or placed on or near the heater. 
The area above the post may be extremely hot. Direct contact with these metal surfaces should be avoided 
in order to prevent burns or clothing ignition.  
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INSTALLATION 

 
Important Safety Rules:  
This appliance is for OUTDOOR USE ONLY  

1. This appliance shall not be installed or used indoors, in buildings, garages or any other 
enclosed area.  

2. DO NOT place articles on or against this appliance.  
3. DO NOT use or store flammable materials near this appliance.  
4. Children and adults should be alerted to the hazards of high surface temperatures, burns and 

clothing ignition.  
5. Children should be carefully supervised when they are in the area of the appliance.  
6. NEVER hang anything including clothes or other flammable items on the appliance.  
7. DO NOT operate this appliance unless it is fully assembled with reflector in place.  
8. DO NOT SPRAY AEROSOLS IN THE VICINITY OF THIS APPLIANCE WHILE IT IS IN 

OPERATION. 
9.  Installation and repair should be done by a qualified service person. The appliance must be 

inspected before use and at least annually by a qualified service person. More frequent 
cleaning may be required as necessary. It is imperative that control compartment, burners and 
circulating air passages of the heater be kept clean. 

10. In case of violent wind particular attention must be taken against tilting of the appliance 
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PARTS LIST-1 

 

 
 
 
 
 

Part NO. Part Name QTY Picture Remarks 

1 Middle Plate 1 
 

 

2 Screwdriver 1 
 

 

3 Bottom Plate 1 

 

 

4 Lower Support 4 

 

 

5 Upper support 4 

 

 

6 Upper Plate 1 

 

 

7 Plate cover 1 

 

Preassembled in 
the Middle plate 

8 Glass tube 1 
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Part NO. Part Name QTY Picture Remarks 

9 Damper 1 
 

Preassembled in 
upper plate 

10 Reflector 1 

 

 

11 Lower protection 
guard 4 

 

 

12 Match clip 1   

13 Upper protection 
guard 4 

 

 

14 Fixing bracket 4 
 

 

15 Side panel 3 

 

 

16 Door panel 1 

 

A chain is 
preassembled in 

this panel 

17 Screw M5x8 54 
 

 

18 Knob 1 
 

 

19 Chain 1  
Preassembled in 
the door panel 

20 Wheel kit 1 
 

Optional part 

21 Bottle belt 2 
 

Optional part 
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HEATER ASSEMBLY 

 
 
Tools Required:   

1 Phillips head screwdriver, 1 adjustable spanner  
 

1 2 

 
 
 

Remove plate cover (7) with 4 screw(17) 
 

3 4 
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8 

 
 
 

 

 
 
 
 

 
If the wheel kit is 
supplied, fix it at the back 
of the base as shown. 

9  
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OPERATION 
 
Preparation: 

You will need to purchase a propane gas bottle designed to be 
used with the regulator purchased or supplied.  For correct 
operation of the gas system follow the instructions supplied with 
the regulator supplied or purchased.  
Connect the hose to the hose connector in the control box 
 
Warning: 

 Always test the hose for leaks with soapy water at the end of 
all connections. 

 The hose used for this heater must comply with standard 
EN16436-1 Class 2, and the hose must not be longer than 
1.5m 

  
 

Warning: 

 Never use the heater while it is raining, the glass tube could break when it 
suddenly meets water. 

 Always turn the heater OFF if it starts to rain.  
 Never splash any liquid onto the glass tube when the heater is working 
 The glass tube will be extremely hot whilst it is working, never try to 

touch it and keep children away from the heater. 
 Always ensure the heater stands horizontally, and firmly on a hard 

standing surface, the Glass Tube could break, if the heater was to fall 
over. 

 Never use the heater if the glass tube is damaged in any way. 
If the wheel kit is supplied 
If the heater is to be moved, to avoid the Gas Bottle from damaging the side panels, it is 
recommended the belts provided are set up as follows: 

 

Loop Strapping through slots 
in bottom shelf and secure 
over top of propane tank as 
illustrated 

 

 
 
 
 
 
Warning:   
When the Gas Bottle is properly tied in by the Belts, and the Heater is moved, the Gas Bottle 
might still damage the panels, if the Heater is tilted in other directions. 
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